


APPLICATIONS

RUNABOUT

Rich in style and aesthetics, Runabout designs are sturdy
and high in performance. The breathability aspect of this
vinyl material makes it extremely comfortable to cover
automotive and marine surfaces.




ANTI FLAMMABLE ANTI MICROBIAL ABRASION UV RESISTANT COLD CRACK RESISTANCE

WEATHEROMETER PINK STAIN TEST
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FLAMESAFE

A low emission product

Anti-Flammable

Runabout passes the flarsmmability tests which are of
utmost importance.

Determines the burn resistance capabilities of materials
used in Marine and Automobile.

Passes fire-test-response standard, designed for the
assessment of the resistance of our applications when it
comes to combustion after exposure to smoldering
cigarettes.




TURTLE LIFE

A longevity product

Abrasion UV Resistant Cold Crack Resistance

ests & Martindale: Depicts

Weatherometer

UV light, or sunlight, will not Runabout passes the

Weatherometers simulate the
resistance power agains! cause materals and surfaces requirernent of the cold-crack weathering process of indoor
damage due:to abrasion. to fade or discoloras It passes resistance and I1s an excellent and outdoor sun exposure.on

ASTM 4157 ASTM G154

matenal with no cracks materials, We use this {est on
20,000 rubs (500 HOURS) our mmaterral so they stand the
test of time

(1000 Hrs)
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A microbial safe product

Anti-Microbial

Lorem ipsum dolor sit amet, consectetuer adipiscing elit.
Aenean commodo ligula eget dolor. Aenean massa. Cum
soclis natogue penatibus et magnis dis parturient
montes, nascetur ridiculus mus.

Pink Stain

We provides with pink stain free vinyl. A common test
method used to assess materials against pink staining,
using the Streptoverticillium reticulum pink staining test
organism, Is the
ASTM E1428.




LAYER CONSTRUCTION

® Anti-Skid Layer

@ PVC Compact Layer

® PVC Foam Layer

@ PVC Adhesive Layer

~® Fabric Backing
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COLOR PALETTE



RUNABOUT MATERIAL SPECIFICATION

TESTS
Total Weight (Oz/ Lin.Yd)
Thickness (mm)
Grab Tensile Strength (Lbf)
Warp
Weft
Elongation (%)
Warp
Weft
Tongue Tear Strength (Lbf)
Warp
Weft
Adhesion Strength (kg/5cm)
Warp
Weft

Wyzenbeek abrasion (#10 duck cloth)

Weft
Weft
Cold Crack Resistance at -10°F
UV-Resistance
Flammability mm/minute
Class Rating
Antimicrobial
Mildew Resistance
Width (Inches)
Roll Length (Yard)

Fabric

TESTS METHOD

ASTM D751
ASTM D751
ASTM D751
ASTM D731
ASTM D751

15:7016 P-2
15:7016 P-2
ASTM D751
15:7016 P-3
15:7016 P-3

15:7016 P-5
15:7016 P-3

ASTM D4157
ASTM D4157
FTM5 191A-5874
ASTM G154
FMV55 302
ASTM D3690
AATCC-147
CFFA 120

TEST SPECIFICATIONS

29:10%
0.85+0.10%

100 Min.
80 Min.

100 Min.
100 Min.

8.0 Min
6.0 Min

3.0 Min
2.0 Min

20,000 cycles
20,000 cycles
No crack
300Hrs
100 MAX.
Class-A
Mo Growth
PASS
54
30
100% Polyester



RUNABOUT

USA : FUTURA TEXTILES 8709 CAROMA ST.,
OLIVE BRANCH, MS 38654 TEL,: (877) 426-8177,
FAX: (662) 932-8934

e-mail; office@futuratextiles.com L —



